FONTANA SHOWERS

Fontana Quarto Brushed Nickel 3-in-1 Touchless
Bathroom Faucet — Automatic Sensor Water Tap

with Soap & Sanitizer Dispenser
Product Code: FS7956BN

BEFORE YOU BEGIN

Before you begin, please read the installation instructions below. Observe all local building and
safety codes.

Unpack and inspect the items for any shipping damages. If you find damages, do not install.

Please note all products must be installed by a professional and certified plumber otherwise
warranty might be voided.

POSSIBLE TOOLS REQUIRED*

o $—

Plumbers Tape Tape Measure Level Adjustable Wrench Hex Wrench
ﬂ] (v / \
Thread Sealant Drill Pencil or Marker Screwdriver

*not included
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Fontana Quarto Brushed Nickel 3-in-1 Touchless
Bathroom Faucet — Automatic Sensor Water Tap

with Soap & Sanitizer Dispenser

Product Code: FS7956BN

Pre-Installation Information:

Space under the sink and electrical supply

Make sure the space is enough to install the unit

Wall g
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T sink

80mm minimum

400 mm minimum
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| The motor bucket cannot be mounted upside down
I The motor bucket cannot be installed above the sink

: 100mm minimum clearance from bottom
I of motor bucket to floor/wall

Only the following is advised
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Input voltage/Frequency:
220-240V 50/60Hz

Angle valve
(G1/2” thread)
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300mm minimum

Note:Local electrical regulations must be adhered to when installing or repairing the product

Water temperature control
If warm water is needed,please install thermostatic mixer.

Cold water entry i

Hot water entry Thermostatic mixer(not supplied)

Tap mounting

When multiple taps are installed side-by-side, tap centers should be a minimum

OGO S 600mm minimum
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Installation Tools

Tools required
1.Electricdrill(drillbitd8mm) 2.Phillipsscrewdriver-longhandle
3.Flatheadscrewdriver 4.Spanner
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Sparepartsrequired
1.Waterentryhose(notsupplied)

G1/2"
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Fontana Quarto Brushed Nickel 3-in-1 Touchless
Bathroom Faucet — Automatic Sensor Water Tap

with Soap & Sanitizer Dispenser
Product Code: FS7956BN

Dimensions: 182
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~400mm

52mm maximum,
1.5mm minimum

Flexible Pipe

Water entry
Point(1/2"BSP)
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210 190 All dimensions shown in mm
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100 mm minimum

Floor

Connections Diagram:
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Fontana Quarto Brushed Nickel 3-in-1 Touchless
Bathroom Faucet — Automatic Sensor Water Tap

with Soap & Sanitizer Dispenser
Product Code: FS7956BN

Ceiling Mount Shower Installation Instructions:
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FONTANA SHOWERS
Fontana Quarto Brushed Nickel 3-in-1 Touchless

Bathroom Faucet — Automatic Sensor Water Tap

with Soap & Sanitizer Dispenser
Product Code: FS7956BN
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g Please note:
OK | After the currentis

switched on,
waiting up to 20
seconds to reset
the sensor distance.
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Tip: Every four months or
when the air volume
becomes smaller, please
clean the filter in time! ’

Cleaning The Filter:
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Fontana Quarto Brushed Nickel 3-in-1 Touchless
Bathroom Faucet — Automatic Sensor Water Tap

with Soap & Sanitizer Dispenser
Product Code: FS7956BN
Troubleshooting:
_ B
Problem Check Solution

Please check whether the power
line is plugged in correctly or

Igr?r:izéstendoiﬁggr?;gtr the wiresare whether the socket is powered.
o Please check whether the wires
If the water indicator are connected correctly.
light is off when you :
sensorit. no water Your hands are too far from the Please put your hands in the sensor
out and no air out SREPUNINAGE: WIRCOW Srea.
There are obstacles or strong reflective Remove the obstacles or strong
objects under the sensor window. reflective objects
Strong light or sunlight to the Avoid strong light or sunlight to the
sensor window directly sensor window directly
The sensor window is too dirty Clean it (Prohibited to use organic
solvents)
If the water indicator | Angle valve is closed or the water Make sure the water is not cut off
lightis off when you |is cut off and open the Angle valve.
sensor it, no water
out. Water flow diminished Remove, clean or re-install
Debris or scale in diaphragm Clean the orifice or replace diaphragm

Water flow from

spout does not stop | sensoris picking up reflections from the Eliminate cause of reflection
\_ wash basin or another object ' )

6 Visit us at: Fontanashowers.com
Call us at: 800-684-4489



